
 

 

SEN-3402-OCU 

Occupancy Detector with LoRA support 
 

Package Content 
1. SEN-3402-OCU 
2. 12V1A power adapter  
 

 

Features 
 Pairing with magnetic switch for better detection accurancy for toilet cubicle 
 Independent detection is also supported 
 Divide the detection distance into 8 segments for individual identification 
 Threshold of each segment can be defined through software 
 Support occupancy duration calculation and overstay detection 
 Support MQTT, Modbus or customized API 

 
 

SPECIFICATION & I/O INTERFACE 

CPU Quad-core Cortex-A7 1.2GHZ 

Memory 512MB RAM 

Storage eMMC 8GB 

mmWAVE 24GHz 

Ethernet 10/100MbE 

USB 1x USB2.0 Type A 

Wireless 
Interface: LoRA 
Frequency: 868/915MHz 

 

Others 
Power Supply 12-24V 

Power Consumption 6W 

Operation Temp. -10°C to 65°C (14°F to 149°F) 

Storage Temp. -20°C to 75°C (-4°F to 167°F) 

Enclosure Plastic 

Fixedness Ceiling Holder with screws 

Dimension 110x 110x 25mm (WxDxH) 

 

4 

1) LoRA 
Communication signal via LoRA 
2) mmWAVE 
Detect human behavior by mmWAVE 
3) Power connector 
Connect to power supply 
4) Ethernet 
Connect to LAN/WAN 
5) USB 2.0 
Connect other devices via USB port 
6) Reset button 
To reset system 
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